
Form 3160-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

UNITEDSTATES ExpiresNovember30,2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.
BUREAU OF LAND MANAGEMENT UTU-76034

APPLICATIONFORPERMITTODRILLORREENTER 6. IfÏndian,AllotteeorÍribeName

NIA
la. Type of Work: DRILL REENTEIL 7. If Ûnitor CA Agreement,Name and No.

NIA
8. Lease Name and Wen No.

b. Type of Well: OHWen Gas WeH O het . Sogle Zone MultipleZone Federal 44-29-9-19
2. Name of Operator 9. API W No.

Pannonian Ener y, Inc. -bŠ--3

3A. Address . 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
14 Inverness Dr. E., Englewood, CO 80112 (303) 483-0044 Riverbend

4. Location of Well (Report location clearly and in accordance with any State requirernents.* I 1. Sec., T., R., M., or Blk, and Survey or Area

Atsurface -84& FSL & 739' FEL (SESE)
Atproposedprod.2one jg Section 29-T9S-R19E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximately 26.4 miles from Myton, Utah Uintah UT
15. Distancefrom proposed* 16. No. of Acres in lease 17. Spacing Unitded cated to this well

location to nearest
property or lease line, ft. 542'
(Also to nearest drig. unitline, if any) 280 40

18.bistanceitom roposed location 19. ProposedDepth 20. BLM/BIABond bio, on file
to nearest well drillmg, completed, See Map
applied for, on this lease, ft C 8822' Utah BLMBond No. 4127759

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximatedate work will start* 23. Estimated duration
4862' GL Upon Approval 18 days

24. Attachments
Thefollowing, completed in accordancewith therequirementsofOnshore Oil aridGas Order No. 1,shall be attachedto this form:

1. Well plat certified by a registered surveyor. 4. Bolid to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan(if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest ServiceOffice. 6. Such other site specific informationand/or plans as may be required by the
authorizedoffice.

leSignatur Name (Printed/Typed)Howard
Sharpe

Vice President
by Name (Printed/Typed) : Date

BRADLEYG,MIM. 10 (9 0 /
Titie officeNECl.AMATIONSPECIAUSTIII

Applicationapproval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approval, if any, are attached.

Title 18U.S.C. Section 1001andÌitle 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulent staternentsor representations as to any ma withili its jurisdiction.
*(Instructions on reverse)

DMSION OF
OIL, GAS AND



PANNONION ENERGY, INC.

T9S, RiBE, S. L.B. &M. Well location, FEDERAL #44-29-9-19, located
as shown in the SE 1/4 SE 1/4 of Section
29, T9S, R19E, S.L.B.&M., Uintah County,NB9°59'W

- G.L.O. {'Bosis of Bearings) Uggg.SB9°57'52"W 26J7.87' (Meas.) 26J7.15' - (Measured)
1

' BASIS OF ELEVATION1910 Brass Cap 1910 Brass Cap of Stones
J'ai , Pre l' P•

SPOT ELEVATIONLOCATEDAT THE NORTHWESTCORNER
OF SECTION 29, T9S, R19E, S.L.B.&M. TAKEN FROM
THE UTELANDBUTTE, QUADRANGLE,UTAH, UINTAH
COUNTY, 7.5 MINUTESERIES (TOPOGRAPHICALMAP)
PUBLISHEDBY THE UNITED STATES DEPARTMENTOF
THE INTERIOR,GEOLOGICALSURVEY. SAID ELEVATION
IS MARKEDAS BEING 4771 FEET.

N

PROPOSED WELLHEAD BEARS N53°45'58"W
916.04' FROM THE SOUTHEASTCORNEROF
SECTOIN29, T9S, R19E, S.LB.&M.

SCALE

CERTIFICATE
THIS IS TO CERTIFYTHAT THE ABOVEPLAT WAS PR PARED FROM
FIELDNOTES OF ACTUALSURVEYSMADEBY Y
SUPERVISIONAND THATTHE SAME ARE 04 E

FEDERÆ /44-29-9--19
BEST OF MY KNOWLEDGEAND B

Elev. Ungraded Ground = 4862' , REGIS NEDL739 REGISTRA110NNO.
- REVISED: 7-3-01 STATE F UTAH

,

E so·t'
, 'to (G.LO.) "••S ( UmTAH ENGINEERING &

80.00 (G.L.O.) reto was cap, 85 SOUTH 200 EAST - ÑÂ 84078
LEGEND: r.s ¢, ex.

(435) 789-1017

SCALE DATE SURVEYED: DA1E DRAWN:L .
=

90° SYMBOL LATlTUDE =
39°59'45" 1" = 1ooo' 6-6-01 6-11-01

= PROPOSED WELL HEAD· LONGITUDE=
109°47'47"

J.F. P.J. C.G.
REFEREG

L . PLATA = SECTION CORNERS LOCATED. WEATHER FILE
HOT PANNONIANENERGY,
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PANNONIAN ENERGY, INC.

Federal 44-29-9-19
SESE, Section 29-T9S-R19E

Uintah County, Utah
Lease No. UTU-76034

DRILLING PLAN

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS & ANTICIPATED I/VATER, OIL, GAS
OR MINERAL FORMATIONS:

Uintah Surface

Green River 1622' Gas/Oil

Wasatch 5172' Gas

TD 8822'

All usable (<10,000ppm TDS) water and prospectively valuable minerals (as described by
BLMat onsite) encountered during drilling willbe recorded by depth and adequately
protected. AIIsignificant oil and gas shows will be tested to determine commercial potential.
This information shall be reported to the Vernal BLM Office.

2. PRESSURE ÛONTROL EQUIPMENT:

Allwell control equipment shall be in accordance with Onshore Order #2 for 5M systems.

The minimum specifications for pressure control equipment that will be provided are included
on the attached schematic diagram showing size, pressure ratings, testingprocedures, and
testingfrequency.

5000# BOP With 4-1/2" Pipe Rams
5000# BOP With Blind Rams
5000# Annular

Auxiliary equipment to be used:

• Upper kelly cocks with handle available.

The manifold includes appropriate valves and adjustable chokes. The killline will have one
check valve. Ram typepreventers willbe pressure tested to fullworking pressure (utilizing a
test plug)
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• initial installation;
• whenever any seal subject to test pressure is broken;
• following related repairs;
• at 30 day intervals

The annular preventer will be pressure tested to 50 percent of the rated working pressure.
All pressure tests shall be maintained at least ten minutes or until provisions of test are met,
whichever is longer.

Annular preventers shall be functionally operated at least weekly.

Pipe and blind rams shall be activated each trip.

A BOPE pit level drillwill be conducted weekly for each drilling crew.

All tests and drills will be recorded in the drilling log.

The accumulator will have sufficientcapacity to open the HCR valve, close all rams plus the
annular preventer, and retain 200 psi above pre-charge pressure without the use of closing
unit pumps. The system willhave twoindependent power sources to close the preventers in
accordance with 5M system requirements outlined in Onshore Order #2.

Remote controls shall be readily accessible to the driller. Master controls shall be at the
accumulator.

3. CASING & CEMENTING PROGRAM:

A. The proposed casing program will be as follows:

Hole
Depth Size Size Grades Weight Thread Condition
0-400' 12-1/4" 8-5/8" K-55 24# LT&C New
0-TD 7-7/8" 4-1/2" N-80 11.6# LT&C New

The proposed casing and cementing program shall be conducted as approved to protect
and/or isolate all usable water zones, potentially productive zones, lost circulation zones,
abnormally pressured zones, and any prospectively valuable deposits of minerals. Any
isolating medium other than cement shall receive approval prior to use. The casing setting
depth shall be calculated to position the casing seat opposite a competent formation which
will contain the maximum pressure to which it will be exposed during normal drilling
operations. Determination of casing setting depth shall be based on all relevant factors,
including: presencelabsence of hydrocarbons, fracture gradients, usable water zones,
formation pressures, lost circulation zones, other minerals, or other unusual characteristics.

Allcasing, except conductor casing, shall be new or reconditioned and tested. Used casing
shall meet or exceed API standards for new casing.

The surface casing shall be cemented back to surface either during the primary cement job
or by remedial cementing. Ifdrive pipe is used, it may be left in place if its totallength is less
than twentyfeet below the surface. If the total length of the drive pipe is equal to or
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than twentyfeet, it willbe pulled prior to cementing surface casing, or itwillbe cemented in
place.

Top plugs shall be used to reduce contaminationof cement by displacement fluid. A bottom
plug or other acceptable technique,such as a suitable preflush fluid, inner string cement
method, etc., shall be utilized to help isolate the cement from contamination by the mud
being displaced ahead of the cement slurry.

Allcasing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing
string length or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum
internal yield. Ifpressure declines more than 10% in 30 minutes, corrective action shall be
taken.

The bottom three joints of the surface casing will have one centralizer per joint and one
centralizer every fourth joint thereafter.

Casing design subject to revision based on geologic conditions encountered.

B. The proposed cementing program will be as follows:

Surface String: Cement will be circulated to surface. Estimated volume (100%
over theoretical value):

290 sx Premium Plus, 2% CaCl2 w/0.25 #lsx Flocele @ 15.6
ppg, 1.19 ft3/SX.

Production String: Estimated volume (gaugehole + 15%):

Lead: 450 sx Hifill@ 11.0 ppg, 3.84 ft3/SX.

Tail: 1307 sx 50/50 POZ @ 14.35 ppg, 1.26 ft3

Actual volumes will be calculated and adjusted with caliper log prior to cementing. Ten
percent excess will be pumped.

For surface casing, waiting on cement timewillbe adequate to achieve 500 psi compressive
strength at the casing shoe prior to drilling out.

Anticipated cement tops will be reported as to depth, not the expected number of sacks of
cement to be used. The Vernal District BLMOffice willbe notified, with sufficientlead time,
in order to have a BLM representative on location while running all casing strings and
cementing.

After cementing the surface pipe and/or any intermediate strings, but before commencing
any test, the casing string shall stand cemented until the cement has reached a compressive
strength of at least 500 psi at the shoe. WOC timeshall be recorded in the Driller's
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4. DRILLING FLUIDs PROGRAM:

Weight = Water
Interval Type (ppg) Viscosity pH Loss Remarks «

0-400' Spud 8.4 -9.0 30-45+ 8.0 NC Gel & lime as
required.

400'-Top of Wtr/gel 8.4-8.8 27-35 8.5-9.0 NC Min. Wt.
Wasatch

Top of KCL 8.5-8.8* 35-45 9.0-11.0 10-15cc * Min Wt. to control
Wasatch-TD Mud @TD formation pressure.

NC = no control

Sufficient quantities of mud material will be maintained on site or be readily accessible for
the purpose of assuring well control. SPR will be recorded on daily drilling report after
mudding up. Visual mud monitoring will be conducted during operations.

No chromate additives willbe used in the mud system on Federal and/or Indian lands without
prior BLMapproval to ensure adequate protection of fresh water aquifers.

No chemicals subject to reporting under SARA Title IIIin an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported,or disposed of annually in
association with the drilling, testing,or completing of this well. Furthermore, no extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will be
used, produced, stored, transported,or disposed of in association with the drilling, testing,or
completing of thiswell.

5. EVALUATION PROGRAM:

Logs: DLLTIGR: TD to base surface casing
SDL/DSNIGRICAL: TD to 300' above Green River
MRIL: TD to 100' above Wasatch

(at operators discretion)

Cores: None anticipated.

DST's: None anticipated.

When cement has not been circulated to surface, the cement top will be determined by
either a temperaturesurvey or cement bond log. Should a temperaturesurvey fail to locate
the cement top, a cement bond log will be run. A field copy will be submitted to the Vernal
BLMoffice.

Drillstem tests, if theyare run, willadhere to the following requirements:

Initial opening of the drill stem test tools shall be restricted to daylight hours unless
specific approval to start during other hours is obtained from the Authorized Officer.
However, DST's may be allowed to continue at night if the test was initiated during
daylight hours and the rate of flow is stabilized and ifadequate lighting is available (i.e.,
lighting which is adequate for visibility and vapor-proof for safe operations). Packers
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be released, but trippingshall not begin before daylight, unless priorapproval is obtained
from the Authorized Officer. Closed chamber DST's may be performed day or night.

Some means of reverse circulation shall be provided in case of flow to the surface
showing evidence of hydrocarbons.

Separation equipment required for the anticipated recovery shall be properly installed
before a test starts.

Allengines within100 feet of the wellbore that are required to be operational during
the test shall have spark arresters or water-cooled exhausts.

6. ABNORMAL ÛONDITIONS:

No anticipated abnormal pressures or temperaturesare expected to be encountered. No
hydrogen sulfide is expected.

Anticipated bottom-hole pressure is 3820 psi.

7. OTHER INFORMATION:

The anticipated starting date and duration of the operation will be as follows:

Starting Date: Upon Approval
Duration: 11 Drilling Days & 7 Completion Days

If the well is completed as a dry hole or as a producer, Well Completion or Recompletion
Report and Log (Form 3160-4) willbe submitted within 30 days after completion of the well
or after completion of operations being performed, in accordance with 43 CFR 3160. Copies
of all logs, core descriptions, core analyses, well test data, geologic summaries, sample
descriptions, daily drilling reports, daily completion reports, and all other surveys or data
obtained and compiled during the drilling, completion, and/or workover operations, will be
submitted directly to the Authorized Officer or filed with Form 3160-4.

The use of materials under BLMjurisdictionwill conform to 43 CFR 3610.2-3.

Deviations from the proposed drilling and/or workover program will be approved by the
Authorized Officer. Safe drilling and operating practices will be observed. Allwells, whether
drilling, producing, suspended, or abandoned, will be identified in accordance with 43 CFR
3162.

"Sundry Notice and Report on Wells" (form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

AIIlease and/or unit operations willbe conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders No. 1 and No.
2, and the approved Plan of Operations. The Operator is fully responsible for the actions of its
subcontractors. A copy of these conditions willbe furnished to the field representative to ensure
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DOUBLE RAM TYPE PREVENTERS WITH AN OPTIONAL ROTATING HEAD

5000 psi system

Fill line 9Flow line

I I

(OPTIONAL)

I
' '

I

A
Adjustable Choke

To Pit and/or Mud/Gas Separator

R 2" Minimum

Blo reventer
3"7ni m

Bleed Line To Pit

R Sequen Opdonal 2" Minimum

3" Minimum

3" Minimum

IGllML CLhoke To Pit and/or Mud/Gas2 e

n m
•2 valves (1 check
valve) Adjustable Choke

W

* Note: Kill line shall be 2" minimum diameter and have two valves, one of which shall be a check valve. Both valves: 2"
minimum.

Minimum BOP Stack 5000 psi Working Pressure

One Pipe Ram 5000 psi Working Pressure

One Blind Ram 5000 psi Working Pressure

One Annular 5000 psi Working Pressure

Well Head 5000 psi Working Pressure

Manifold 5000 psi Working



TYPICAL BLOWOUT PREVENTER
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Construction activity will not be conducted using frozen or saturated soils material or during
periods when watershed damage is likely to occur.

The access road and associated drainage structures will be constructed and maintained in
accordance with roading guidelines contained in the jointBLM/USFSpublication: Surface
Operating Standards for Oil and Gas Exploration and Development, Third Edition, and/or
BLM Manual Section 9113 concerning road construction standards on projects subject to
federal jurisdiction.During the drilling and production phase of operations, the road surface
and shoulders willbe kept in a safe and useable condition and drainage ditches and culverts
willbe kept clear and free flowing.

If the access road is dry during construction, drilling, and completion activities, water will be
applied to the access road to help facilitate road compaction (during construction) and to
minimize soil loss as a result of wind erosion.

3. LOCATION OF EXISTING WELLS WITHIN A ONE-MILE RADIUS:

See Topo Map C.

Water wells - 0
Abandoned wells - 0
Temporarily Abandoned wells - 0
Disposal wells - 0
Drilling/Proposed wells - 3
Producing wells - 2
Shut-in wells - 0
Injection wells - 0
Monitoring wells - 0

4. LOCATION oF EXISTING AND/OR PROPOSED PRODUCTION FACILITIES:

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope.

Containment berms willbe constructed completely around production facilities designed to
hold fluids (i.e., production tanks, produced water tanks, and/or heater/treater). The
containment berms will be constructed of compacted subsoil, be sufficiently impervious, hold
110 percent of the capacity of the largest tank, and be independent of the back cut.

AII loading lines willbe placed inside the berm surrounding the tank battery.

All permanent (on site six months or longer) aboveground structures constructed or installed
on location and not subject to safety requirements will be painted Carlsbad Canyon (Munsell
standard color 2.5y 6/2).

Gas meter runs for each well willbe located within500 feet of the wellhead. The gas flow
line will be buried or anchored down from the wellhead to the meter and 500 feet downstream
of the meter run or any production facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities willbe installed on the well location. The oil and gas
meters willbe calibrated in place prior to any deliveries. Tests for meter accuracy will
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conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The Authorized Officer will be provided with a date and timefor the initial meter
calibration and all future meter proving schedules. A copy of the meter calibration reports will
be submitted to the Vernal Field Office. AII meter measurement facilities will conform with
Onshore Oiland Gas Order No. 4 for liquid hydrocarbons and Onshore Oil and Gas Order
No. 5 for natural gas measurement.

AIIsite security guidelines identified in 43 CFR 3162.7 regulations willbe adhered to.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease willhave
prior written approval from the Authorized Officer.

5. LOCATION AND TYPE OF WATER SUPPLY:

Water for drilling will be obtained from the Dalbo Ouray Water Facility located in Section 32-
T4S-R3E, Water Use Claim #43-8496, Application #53617. No water supply well will be
drilled.

The water willbe transported to location via truckby an approved commercial water hauler
over the access roads shown on Topo Maps A and B.

6. SOURCE OF ÛONSTRUCTION MATERIALS:

Surface and subsoil materials in the immediate area willbe utilized. Any construction
materials that may be required for surfacing of the drill pad and access road willbe obtained
from a contractor having a permitted source of materials within the general area.

The use of materials under BLMjurisdictionwillconform with 43 CFR 3610.2-3.

No construction materials will be removed from Federal lands without prior approval.

7. METHODS OF HANDLING WASTE ÜISPOSAL:

Cuttings and drilling fluids will be contained in the reserve pit.

Tanks will be used for storage of produced fluids during testing. Fracture stimulation fluids
willbe flowed back into the reserve pit for evaporation.

Portable, self-contained chemical toiletswill be provided for human waste disposal. Upon
completion of operations, or as required, the toiletholding tanks will be pumped and the
contents thereofdisposed of in an approved sewage disposal facility. AIIstate and local laws
and regulations pertaining to disposal of human and solid waste will be complied with.

AIIgarbage and non-flammable waste materials will be contained in a self-contained, portable
dumpster or trash cage. Upon completion of operations, or as needed, the accumulated
trash willbe transportedto a state approved waste disposal site. No trash will be placed in
the reserve pit.

Immediately after removal of the drilling rig, all debris and other waste materials not
contained in the trash cage will be cleaned up and removed from the location. No potentially
adverse materials or substances will be left on the location. Any open pits willbe
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during drilling operations and said fencing will be maintained until such timeas the pits have
been backfilled.

After first production, produced wastewater will be confined to the approved pit or storage
tankfor a period not to exceed 90 days. During the 90 day period, in accordance with
Onshore Order No. 7, an application for approval of a permanent disposal method and
location will be submitted for the Authorized Officer's approval.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

Operator maintains a file, per 29 CFR 1910.1200 (g)containing current Material Safety Data
Sheets (MSDS) for all chemicals, compounds, and/or substances which are used during the
course of construction, drilling, completion, and production operations for this project.
Hazardous materials (substances) which may be found at the site may include drilling mud
and cementing products which are primarily inhalation hazards, fuels (flammable and/or
combustible), materials that may be necessary for well completion/ stimulation activities such
as flammable or combustible substances and acids/gels (corrosives). The opportunity for
Superfund Amendments and Reauthorization Act (SARA) listed Extremely Hazardous
Substances (EHS) at the site is generally limited to proprietary treatingchemicals. AII
hazardous and EHS and commercial preparations will be handled in an appropriate manner
to minimize the potential for leaks or spills to the environment.

8. ANCILLARY FACILITIES:

None anticipated.

9. WELL SITE LAYOUT:

A. General Information:

See the attached Location Layout and Typical Cross Sections diagrams showing the
proposed drill pad cross sections and cut and fills in relation to topographicfeatures as
well as access onto the pad and soil stockpiles.

See the attached Typical Rig Layout diagram showing the location of the reserve pit, flare
pit, living facilities, and rig orientation with respect to the pad and other facilities.

If necessary, in order to divert surface runoff, a drainage ditch will be constructed around
the upslope side of the well site.

AIIequipment and vehicles will be confined to the approved disturbed areas of thisAPD
(i.e., access road, well pad, and spoil and topsoil storage areas).

The fill section of the pad that supports the drilling rig and any other heavy equipment will
be
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B. Reserve Pit:

The reserve pit willbe constructed in a way that minimizes the accumulation of surface
precipitation runoff into the pit. This may be accomplished by appropriate placement of
subsoilltopsoil storage areas and/or construction of berms or ditches.

The reserve pit will be fenced on three sides during drilling operations and the fourth side
will be fenced after the drilling rig moves off the location. Thirty-nine (39) inch net wire
willbe used with at least one strand of barbed wire on top of the net wire. Barbed wire
will not be used if pipe or some type of reinforcement rod is attached to the top of the
entire fence. The net wire will be no more than two inches above the ground. The
barbed wire willbe three inches over the net wire. Total height of the fence will be at
least 42 inches. Corner posts will be cemented and/or braced in such a manner to keep
the fence tightat all times. Standard steel, wood, or pipe posts will be used between the
corner braces. Maximum distance between any 2 fence posts will not be greater than 16
feet. AIIwire willbe stretched using a stretching device before it is attached to the corner
posts.

Siphons, catchments, and/or absorbent pads will be installed to keep hydrocarbons
produced by the drilling rig from entering the reserve pit. Hydrocarbons and
contaminated pads will be disposed of in accordance with DEQ requirements.

The reserve pit will be backfilled as soon as dry after drilling and completion operations
are finished. If natural evaporation of the reserve pit is not feasible, alternative methods
of drying, removal of fluids, or other treatmentwill be developed. If fluids will be disposed
of by any method other than evaporation or hauling to a DEQ approved disposal pit, prior
approval from the Authorized Officer will be obtained.

If a liner is required, then the reserve pit will be lined with a synthetic liner. The reserve
pit bottom and side walls shall be void of any sharp rocks that could puncture the liner.
The liner will be installed over smooth fill subgrade that is free of pockets, loose rocks, or
other materials (i.e. sand, sifted dirt, or bentonite) that could damage the liner. The liner
will overlap the pit walls and be covered with dirt and/or rocks to hold it in place.

10. PLANs FOR RECLAMATION OF THE SURFACE:

Producing Location:

• Immediately upon well completion, the location and surrounding area will be cleared
of all unused tubing, materials, trash, and debris not required for production.

• If a synthetic, nylon reinforced, liner is used, the excess liner will be cut off and
removed and the remaining liner will be torn and perforated while backfilling the
reserve pit. Alternatively, the pit will be pumped dry, the liner folded into the pit, and
the pit backfilled.

• Before any dirt work associated with location restoration takes place, the reserve pit
shall be as dry as possible. AIIdebris in it will be removed. Other waste and spoil
materials will be disposed of immediately upon completion of
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• The reserve pit and that portion of the location not needed for production
facilitiesloperations will be recontoured to the approximate natural contours. The
reserve pit will be reclaimed within 120 days from the date of well completion,
weather permitting. This will be completed by backfilling and crowning the pit to
prevent water from standing.

• Seeding will be performed immediately after the location has been reclaimed and the
pit has been backfilled, regardless of the time of year. The Bureau of Land
Management willspecify a seed mixture. Seed will be broadcast and walked in with
a dozer. The topsoil stockpile will be seeded as soon as the location has been
constructed with the same recommended seed mix.

Dry Hole/Abandoned Location:

• On lands administered by the BLM, abandoned well sites, roads, and other disturbed
areas will be restored as near as practical to their original condition. Where
applicable, these conditions may include the re-establishment of irrigation systems,
the re-establishment of appropriate soil conditions, and the re-establishment of
vegetation as specified.

• All disturbed surfaces will be recontoured to the approximate natural contours, with
reclamation of the well pad and access road to be performed as soon as practical
after final abandonment. Reseeding operations will be performed after completion
of other reclamation operations.

11. SURFACE OWNERSHIP:

Surface ownership of the proposed location is as follows:

We11Site & Access Road: Bureau of Land Management

12. OTHER INFORMATION:

All lease and/or unit operations willbe conducted in such a manner that full compliance is
made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan
of Operations, and any applicable Notice of Lessees. The operator is fully responsible for the
actions of its subcontractors. A complete copy of the approved "Application for Permit to
Drill"will be furnished to the field representative(s) to ensure compliance and shall be on
location during all construction and drilling operations.

The Operator willcontrol noxious weeds along right-of-ways for roads, pipelines, well sites, or
other applicable facilities. A list of noxious weeds may be obtained from the BLM or the
appropriate County Extension Office. On BLM administered land, it is required that a Pesticide
Use Proposal be submitted and approved prior to the applicationof herbicides or other pesticides
or possibly hazardous chemicals.

Drilling rigs and/or equipment used during drilling operations on this location will not be stacked
or stored on Federal Lands after the conclusion of drilling operations or at any other timewithout
BLM authorization. If BLM authorization is obtained, such storage is only a temporary
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The Operator is responsible for informing all persons in the area who are associated with this
project that theymay be subject to prosecution for knowingly disturbing historic or archaeological
sites or for collecting artifacts. AII vehicular traffic,personnel movement, construction, and
restoration activities shall be confined to the areas examined, as referenced in the archaeological
report, and to the existing roadways and/or evaluated access routes. If historic or
archaeological materials are uncovered during construction, the Operator is to immediately stop
work that might further disturb such materials and contact the Authorized Officer. Within five
working days, the Authorized Officer will inform the Operator as to:

• whether the materials appear eligible for the National Historic Register of Historic Places;

• the mitigation measures the Operator willlikely have to undertake before the site can be
used (assuming in situ preservation is not necessary); and

• a timeframe for the Authorized Officer to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that the findings of the
Authorized Officer are correct and that mitigation is appropriate.

• If the Operator wishes, at any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the Authorized Officer will
assume responsibility for whatever recordation and stabilization of the exposed materials
may be required. Otherwise the Operator will be responsible for mitigation costs. The
Authorized Officer will provide technical and procedural guidelines for the conduct of
mitigation. Upon verification from the Authorized Officer that required mitigation has
been completed, the Operator will then be allowed to resume construction.

A Class IIIarcheological survey has been conducted by Metcalf Archeological Consultants.
No significant cultural resources were found and clearance is recommended. Metcalf
Archeological Consultants will submit a copy of this report to the appropriate agencies.

13. LESSEE OR OPERATOR's REPRESENTATIVE AND CERTIFICATION:

Mike Decker
Pannonian Energy, Inc.
14 Inverness Drive East
Suite H-236
Englewood, Colorado 80112-5625
(303) 204-3880

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct; and that the
work associated with the operations proposed herein will be performed by Pannonian Energy,
Inc., and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved.

Date Howard Sharpe, Vice
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PANNONIANENERGY, INC.

LOCATIONLAYOUTFOR
Prevailing N Winds

FEDERAL #44-29-9-19, FEDERAL #12-33-9-19,
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PANNONIAN ENERGY, INC.

TYPICAL CROSS SECTION FOR
X-Section MMit;

scale FEDERAL#44-29-9-19, FEDERAL #12-33-9-19 SURV
FEDERAL #13-28-9-19 & FEDERAL #14-28-9 . 9 '

1" = 50'
. SECTION 29, T9S, R19E, S.L.B.&M.
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FILL = 3,890 CU.YDS. UINTAII ENGINEERING & LAND SURVEYING
85 So. 200 ßast * Vernal, Utah 84078 * (435)
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57

SEE T "B"

T10
PROPOSED LOCATION:
FEDERAL #44-29-9-19, FEDERAL #12-33-9-19,

14-28-9-19

E E
LEGEND: PANNONION ENERGY, INC.

PROPOSED LOCATION N FEDERAL #44-29-9-19,FEDERAL #12-33-9-19,
FEDERAL #13-28-9-19, & FEDERAL #14-28-9-19

SECITON 29, T9S,R19E,



PROPOSEDLOCATION:
FEDERAL#44-29-9-19, FEDERAL#12-33-9-19,
FEDERAL #13-28-9-19, & FEDERAL #14-2&-9-19

LEGEND: PANNONION ENERGY, INC.
-------·---------- PROPOSED ACCESSRO N FEDERAL #44-29-9-19, FEDERAL #12-33-9-19,

EXISTING ROAD FEDERAL #13-28-9-19, & FEDERAL #14-28-9-19
SECTION 29, T98, R19E, S.L.B.&M.

SE ¼ SE



PROPOSED LOC4TION:
FE DERAL #44-29-9-19, FEDERAL #12-33-9-19,
FEDERAL#13-28-9-19, & FEDERAL#14-28-9-19

LEGEND: PANNONION ENERGY, INC.
DISPOSAL WELLS WATER WELLS N FEDERAL #4429-9-19, FEDERAL #12-33-9-19,

O PRØDUCING WELLS ABANDONED WELLS FEDERAL #1128-9-19, & FEDERAL #14-28-9-19
SECTION 29, T9S,R19E, S.L.B.&MSHUT IN WELLS -g- TEMPORARILY ABANDONED SE ¼ SE



WORKSHEET
LICATION FOR PERMIT TO DRI

APD RECEIVED: 07/11/2001 API NO. ASSIGNED: 43-047-34203

WELL NAME: FED 44-29-9-19

OPERATOR: PANNONIAN ENERGY INC ( N1815 )

CONTACT: HOWARD SEARPE PHONE NUMBER: 303-483-0044

PROPOSED LOCATION:
INSPECT LOCATN BY: / /

SESE 29 090S 190E

SURFACE: 054( FSL 0739 FEL Tech Review Initials Date

BOTTOM: 0541 FSL 0739 FEL Engineering
UINTAR

PARIETTE BENCH ( 640 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-76034

SURFACE OWNER: 1 - Federal

PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\/ Plat &49-2-3. Unit

L/ Bond: Fed[1] Ind[] Sta[] Fee[]

090. 4127759 ) iting:460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception
1 Shale 190-5 (B) or 190-3 or 190-13

Drilling UnitWater Permit
080. 43-8496 ) Board Cause No:

RDCC Review (Y/N) Eff Date:
Siting:

(Date: )

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:
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OPERATOR: PANNONIAN ENERGY (N1815)

SEC. 28 & 29, T9S, R19E

FIELD: PARIETTE BENCH (640)

. . COUNTY: UINTAHUtah OilGas and Mining

T9S R19E FED 11-21-9-19

FEDERAL7-19B PARIETTE BENCH FlELD
19 20 21

PANNONIAN
FED 23-21-9-19
APD/GW

INLAND
INLAND FED 16-20-9-19
FED 14-20-9-19 APDIGW
APDIGW

PHILLIPS PANNONIAN
FEDERAL 31-29 FED 11-28-9-19

FEDERAL4-308
DRLIGW ONEWlGW

,' PANNONIAN
PANNONIAN yr FNEEDW-28-9-19

FED 42-29-9-19,'FEDERAL6-30B
NEWlGW r

.

PHILLIPS PANNONIAN
30 FED 23-29 #1 FED 13-28-9-19

APDIGW 29 NEWlGW
DEEP RIGHTS

PANNONIAN / PANNONIAN
FED 23-29-9-19 , FED 14-28-9-19
NEWlGW ' NEWlGW

DOMINION SHALLOW RIGHTSFEDERAL 13-30B

PANNONIAN ,

FED 44-29-9-19,' PANNONlAN
INLAND NEWlGW /, . FED12-33-9-19
FEDERAL34-29 g-.. NEWlGW
DRLIGW w

DOMINION NATURAL
STEAW/EG32B

DOMINION BUTTES
PANNONIAN STATE 2-32B

FED 32-31-9-19 FIELDAPD/GW

RBU 13-34B

RIVER BEND UNIT

PREPARED BY: LCORDOVA
DATE:
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HALLIBURTON

HALLIBURTONENERGYSERVICES

410 - 17th Street, Suite 800 / Denver, CO 80202 /303-308-4200 / Fax: 303-308-4238

September 18, 2001

State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
PO Box 145801
Salt Lake City, UT 84114-5801

Attention: Lisha Cordova

Re: Pannonian Energy Inc.

Application for Permit to Drill - Well Federal 44-29-9-19

Dear Lisha,
I understand there is an issue on this well due to the well being closer than 920' to
another wellbore. This is a vertical well which will be drilled on a pad location where
threedirectional wells will also be sited (theFederal 12-33-9-19, Federal 13-28-9-19 and
the Federal 14-28-9-19). The reason these wells are located on the same surface location
is due to the requirement that the wells be out of sight of the Green River. If we were to
drill the wells in a more vertical location, they would be visible from the river.

The other wells are also operated by Pannonian Energy, Inc.

Please call me if there are any questions.

Sincerely,

Kelly T. Olds
Lead Well Engineer

RECEIVED
SEP24 2001
DIVISION OF

OIL, GAS AND



HALLIBURTON
HALLIBURTONENERGYSERVICES

410 - 17th Street, Suite 800 / Denver, CO 80202 /303-308-4200 / Fa×:303-308-4238

October 3, 2001

State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
PO Box 145801
Salt Lake City, UT 84114-5801

Attention: Lisha Cordova

Re: Pannonian Energy Inc.

Application for Permit to Drill - Well Federal 44-29-9-19

Dear Lisha,
I understand there is an issue on this well due to the well being closer than 920' to
another wellbore. This is a vertical well which will be drilled on a pad location where
three directional wells will also be sited (the Federal 12-33-9-19, Federal 13-28-9-19 and
the Federal 14-28-9-19). The reason these wells are located on the same surface location
is due to the requirement that the wells be out of sight of the Green River. If we were to
drill the wells in a more vertical location, they would be visible from the river.

Pannonian Energy, Inc. is the designated operator all the leases.

Please call me if there are any questions.

Sincerely,

Kelly T. Olds
Lead Well Engineer

DMS ON



statPofUtah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

October 15, 2001

Pannonian Energy Inc.
14 Inverness Dr. E
Englewood, CO 80112

Re: Federal 44-29-9-19 Well, 541' FSL, 739' FEL, SE SE, Sec. 29, T. 9 South, R. 19 East,
Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-34203.

Sincerely,

ohn R. Baza
Associate Director

dm
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: Pannonian Energy Inc.
Well Name & Number Federal 44-29-9-19

API Number: 43-047-34203
Lease: UTU 76034

Location: SE SE Sec. 29 T. 9 South R. 19 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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Well No.: Federal 44-29-9-19

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Pannonian Energy, Inc.

Well Name & Number: Federal 44-29-9-19

I ease Niimber· U-76034

Location: SESE Sec. _29_ T._9_S_R. 19E

Agreement: N/A

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease that would entitle the applicant to conduct operations
thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

1. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearine Zones are Expected
to be Encountered

Report ALL water shows and water-bearing sands to John Mayers of this office prior to setting
the next casing string or requesting plugging orders. Faxed copies of State of Utah form
OGC-8-X are acceptable. If noticeable water flows are detected, submit samples to this office

along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling will be recorded by depth and adequately protected. All oil and gas

shows will be tested to determine commercial
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Well No.: Federal 44-29-9-19

2. Pressure Control Equipment

Chart recorders shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

3. Casing Program and Auxiliary Equipment

None

4. Mud Program and Circulating Medium

None .

5. Corine, Loggine and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

To evaluate cement quality across the usable water zone, a Cement Bond Log will be required
from production casinbg shoe to the surface casing.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or workover
equipment will be removed from a well to be placed in a suspended status without prior approval
of the AO. If operations are to be suspended, prior approval of the AO will be obtained and
notification given before resumption of operations.

If a replacement rig is contemplated for completion operations,a "Sundry Notice" (Form 3160-

5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the well

is placed in a producing status. Written notification of such must be submitted to this office not
later than five (5) days following the date on which the well is placed on
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Well No.: Federal 44-29-9-19

Gas produced from this well may not be vented or flared beyond an initial authorized test period
of 30 days or 50 MMCF following its completion, whichever occurs first, without the prior
written approval of the Authorized Officer. Should gas be vented or flared without approval
beyond the authorized test period, the operator may be directed to shut-in the well until the gas
can be captured or approval to continue venting or flaring as uneconomic is granted and the
operator shall be required to compensate the lessor for that portion of the gas vented or flared
without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5(d) shall be submitted to the
appropriate Field Office within 60 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to.
All product lines entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-5 (1).

No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will be
obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will be filed with
the AO within thirty (30) days following completion of the well for abandonment. This report
will indicate where plugs were placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries and tested for meter accuracy at least
quarterly thereafter. The AO will be provided with a date and time for the initial meter
calibration and all future meter provitig schedules. A copy of the meter calibration reports will
be submitted to the Vernal District Office. All meter measurement facilities will conform to
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for
natural gas measurement.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as implemented
by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-1(c), requires
that "not later than the 5th business day after any well begins production on which royalty is due
anywhere on a lease site or allocated to a lease site, or resumes production in the case of a well
which has been off production for more than 90 days, the operator shall notify the authorized
officer by letter or sundry notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the dateon which such production has begun or
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Well No.: Federal 44-29-9-19

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension period
may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLM FAX Machine (435)
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Well No.: Federal 44-29-9-19

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturingfluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,

sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt

waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Federal 44-29-9-19

SURFACE USE PROGRAM
Conditions of Approval (COA)

Pannonian Energy, Inc. - Well No.s 13-28-9-19, 14-28-9-19, 44-29-9-19 & 12-33-9-19

Location and Type of Water Supply:

Your permit to drill identified that the Dalbo Ouray Water facility would be used as the water

supply for drilling. If any other water source is necessary it will require additional approval by

the authorized officer of the Vernal Field Office.

Source of Construction Materials:

Only subsurface soils will be used for construction. All top soils will be stockpiled and identified

in the APD for future reclamation of disturbed areas.

Plans For Reclamation of Location:

All seeding for reclamation operations at this location shall use the following seed mixture:

Gardners saltbush Atriplex gardneri + 3 lbs/acre

shadscale Atriplex confertifolia 3 lbs/acre

mat salt bush Atriplex corrugata 3 lbs/acre

galleta grass Hilaria jamesii 3 lbs/acre

If the seed mixture is to be aerially broadcasted, the pounds per acre shall be doubled. All seed

poundages are in Pure Live Seed.

Immediately after construction the stockpiled top soil will be seeded and the seed worked into

the soil by "walking" the pile with caterpillar



Form 3160-3 FORM A.PPROVED
(August 1999) REC E! VEO OMB No. 1004-0136

UNITED STATES Expires November 30, 2000
DEPARTMENT OF THE INTERIOR OÂÑl. Û2ÛÛ2 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-76034
6. If Indian, Allottee or Tribe NameAPPLICATIONFORPERMITTODRILLORREENTER N/A

la. Type of Work: DRILL REENTER 7. If Unit or CA Agreement, Name and No.

NIA
8. Lease Name and Well No.

b. Type of Well: 00 Well Gas Well Other Single Zone Mukiple Zone Federal 44-29-9-19
2. Name of Operator 9. API Well No.

Pannonian Ene y, Inc. , ¾-0 97- 3920%3A. Address b. Phone No. (include area code) 10. Field and Pool, or Exploratory14 inverness Dr. I¯., Englewood, CO 80112 (303) 483-0044 Riverbend
4. Location of Well (Report location clearly and in accordance with any State requirements.*) I 1. Sec., T., R., M., or Blk, and Survey or Area
At surface 541' FNL & 739' FEL (SESE)
At proposed prod. Zone Section 29-T9S-R19E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximately 26.4 miles from Myton, Utah Uintah UT15. Distance ffom proposed*
16. No. of Acres in lease 17. Spacing Unit dedicated to this welllocation to nearest

property or lease line, ft. 541'
(Also to nearest drig. unit line, if any) 280 4018. Distance from sed location*

19. Proposed Depth 20. BLivÏ/BIABond No. on fileto nearest well Ilmg, completed, See Map
applied for, on his lease, ft 12,500 Utah BLMBond No. 4127759

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
4862' GL Upon Approval 45 days

24. Attachments
The following,completed in accordance with the requirements of Onshore Oil and Gas Order No. I, shall be attached to this form:

I. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest SystemLands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the

25.leSignature Name (Prin

H ard Sharpe
Date

Vice President
App ature) i Name (Printed/Typed) * Date

Ti e ACTING AssistantFleidManager office
MinemlResolimes I

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.
Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make to any department or agency of the UnitedStates any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.
*(Instructions liTiiëFi

6tletõiiPPROVAL CONDITIONSOFAPPROVALATTACHED
a, RECE1VED
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PANNONIAN ENERGY, INC.

Federal 44-29-9-19
SESE, Section 29-T9S-R19E

Uintah County, Utah
Lease No. UTU-76034

DRILLINGPLAN

1. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS & ANTICIPATED WATER, OIL, GAS
OR MINERAL FORMATIONS:

Depth Hydrocarbon/Water
Formation (ft) Bearing Zones

Uintah Surface

Green River 1,742' Gas/Oil

Wasatch 5,292' Gas

Mesa Verde 8,320' Gas

TD 12,500'

All usable (<10,000ppm TDS) water and prospectively valuable minerals (as described by
BLMat onsite) encountered during drilling will be recorded by depth and adequately
protected. All significant oiland gas shows willbe tested to determine commercial potential.
This information shall be reported to the Vernal BLM Office.

2. PRESSURE CONTROL EQUIPMENT:

Allwell control equipment shall be in accordance with Onshore Order #2 for 5M systems.

The minimum specifications for pressure controlequipment that will be provided are included
on the attached schematic diagram showing size, pressure ratings, testingprocedures, and
testingfrequency.

5000# BOP With 4-1/2" Pipe Rams
5000# BOP With Blind Rams
5000# Annular

Auxiliary equipment to be used:

• Upper kelly cocks with handle available. RECEIVED
The manifoldincludes appropriate valves and adjustable chokes. The kill line willhave one
check valve. Ram type preventers will be pressure t sted to fgoggssure (utilizing a
test plug) at:

DMSION OP
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• initial installation;
• whenever any seal subject to test pressure is broken;
• following related repairs;
• at 30 day intervals

The annular preventer will be pressure tested to 50 percent of the rated working pressure.
All pressure tests shall be maintained at least ten minutes or until provisions of test are met,
whichever is longer.

Annular preventers shall be functionally operated at least weekly.

Pipe and blind rams shall be activated each trip.

A BOPE pit level drillwill be conducted weekly for each drilling crew.

Alltests and drills willbe recorded in the drillinglog.

The accumulator willhave sufficient capacity to open the HCR valve, close all rams plus the
annular preventer, and retain 200 psi above pre-charge pressure without the use of closing
unit pumps. The system will have twoindependent power sources to close the preventers in
accordance with SM system requirements outlined in Onshore Order #2.

Remote controls shall be readily accessible to the driller. Master controls shall be at the
accumulator.

3. CASING & CEMENTING PROGRAM:

A. The proposed casing program will be as follows:

Hole
Depth Size Size Grade Weight Thread Condition
0-220' 17 ½" 13 3/8" H-40 48#lft NA New

0-3,500 12-1/4" 8-5/8" J-55 32#/ft LT&C New
0-TD 7-7/8" 4-1/2" P-110 13.5#lft LT&C New

The proposed casing and cementing program shall be conducted as approved to protect
and/or isolate all usable water zones, potentially productive zones, lost circulationzones,
abnormally pressured zones, and any prospectively valuable deposits of minerals. Any
isolating medium other than cement shall receive approval prior to use. The casing setting
depth shall be calculated to position the casing seat opposite a competent formation which
will contain the maximum pressure to which it will be exposed during normal drilling
operations. Determination of casing setting depth shall be based on all relevant factors,
including: presencelabsence of hydrocarbons, fracture gradients, usable water zones,
formation pressures, lost circulation zones, other minerals, or other unusual characteristics.

Allcasing, except conductor casing, shall be new or re Used casing
shall meet or exceed API standards for new casing.

MAY23 2002The surface casing shall be cemented back to surface either during the primary cement job
or by remedial cementing. Ifdrive pipe is used, it may be lefÔ||g fg‡total length is less

OR.,GASAND



O O
Federal 44-29-9-19
Drilling Plan Page 3

than twentyfeet below the surface. Ifthe totallength of the drive pipe is equal to or greater
than twentyfeet, it willbe pulled prior to cementing surface casing, or itwillbe cemented in
place.

Top plugs shall be used to reduce contamination of cement by displacement fluid. A bottom
plug or other acceptable technique, such as a suitable preflush fluid, inner string cement
method, etc., shall be utilized to help isolate the cement from contamination by the mud
being displaced ahead of the cement slurry.

Allcasing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing
string length or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum
internal yield. Ifpressure declines more than 10% in 30 minutes, corrective action shall be
taken.

The bottom three joints of the surface casing will have one centralizer per joint and one
centralizer every fourth joint thereafter.

Casing design subject to revision based on geologic conditions encountered.

B. The proposed cementing program willbe as follows:

Conductor String: Cement will be circulated to surface. Estimated volume (100%
over theoreticalvalue) 260 sxs Class "G", 3% CaCl2 w/0.25 #/sx
Flocele @ 15.6 ppg, 1.19 ft /sx.

Surface String: Cement will be circulated to surface. Estimated volume (35%
over theoreticalvalue):
Lead: 588 sx Hifill@ 12.0 ppg, 2.87 ft3
Tail: 380 sx Class "G" 2% CaCl2 @ 15.8 ppg, 1.16 ft3

Production String: Estimated volume (gaugehole + 15%):

Lead: 450 sx Hifill@ 11.0 ppg, 3.84 ft /sx.
Tail: 1,790 sx 50/50 POZ @14.35 ppg, 1.26 ft3

Actual volumes willbe calculated and adjusted withcaliper log prior to cementing. Ten
percent excess will be pumped.

For surface casing, waitingon cement timewillbe adequate to achieve 500 psi compressive
strength at the casing shoe prior to drilling out.

Anticipated cement tops willbe reported as to depth, not the expected number of sacks of
cement to be used. The Vernal District BLMOffice willbe notified, withsufficient lead time,
in order to have a BLM representative on location w nningall casing strings and
cementing. MtCEIVED

MAY23 2002
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After cementing the surface pipe and/or any intermediate strings, but before commencing
any test, the casing string shall stand cemented untilthe cement has reached a compressive
strength of at least 500 psi at the shoe. WOC time shall be recorded in the Driller's Log.

4. DRILLING ELUIDs PROGRAM:

Weight Water
Interval Type (ppg) Viscosity pH Loss Remarks
0-400' Spud 8.4 -9.0 30-45+ 8.0 NC Gel & lime as

required.
400'-Top of Wtr/gel 8.4-8.8 27-35 8.5-9.0 NC Min. Wt.

Wasatch
Top of KCL 8.5-11.2 35-45 9.0-11.0 10-15cc * MinWt. to control

Wasatch-TD Mud @TD formationpressure.

NC = no control

Sufficient quantities of mud material willbe maintainedon site or be readilyaccessible for
the purpose of assuring well control. SPR will be recorded on daily drilling report after
mudding up. Visual mud monitoringwillbe conducted during operations.

No chromate additives will be used in the mud system on Federal and/or Indian lands without
prior BLMapproval to ensure adequate protection of fresh water aquifers.

No chemicals subject to reporting under SARA Title lil in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported,or disposed of annually in
association with the drilling, testing,or completing of thiswell. Furthermore, no extremely
hazardous substances, as defined in 40 CFR 355, in thresholdplanning quantities, willbe
used, produced, stored, transported,or disposed of in association with the drilling, testing, or
completing of thiswell.

5. EVALUATIONPROGRAM:

Logs: DLLT/GR: TD to base surface casing
SDL/DSN/GRICAL: TD to 300' above Green River
MRIL: TD to 100' above Wasatch

(at operators discretion)

Cores: None anticipated.

DST's: None anticipated.

When cement has not been circulated to surface, the cement top will be determined by .

either a temperaturesurvey or cement bond log. Should a temperaturesurvey fail to locate
the cement top, a cement bond log will be run. A field copy will be submitted to the Vernal
BLMoffice. RECEIVED
Drillstem tests, if they are run, willadhere to the following requirem :

DIVISIONOFOll.,GASAND
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Initial opening of the drill stem test tools shall be restricted to daylight hours unless
specific approval to start during other hours is obtained from the Authorized Officer.
However, DST's may be allowed to continue at night if the test was initiated during
daylight hours and the rate of flow is stabilized and ifadequate lighting is available (i.e.,
lighting which is adequate for visibilityand vapor-proof for safe operations). Packers can
be released, but trippingshall not begin before daylight, unless prior approval is obtained
from the Authorized Officer. Closed chamber DST's may be performed day or night.

Some means of reverse circulation shall be provided in case of flow to the surface
showing evidence of hydrocarbons.

Separation equipment required for the anticipated recovery shall be properly installed
before a test starts.

All engines within 100 feet of the wellbore that are required to be operational during
the test shall have spark arresters or water-cooled exhausts.

6. ABNORMALÛONDITIONS:

No anticipated abnormal pressures or temperaturesare expected to be encountered. No
hydrogen sulfide is expected.

Anticipated Maximum bottom-hole pressure is 6825 psi.

7. OTHER INFORMATION:

The anticipated starting date and duration of the operation will be as follows:

Starting Date: Upon Approval
Duration: 35 DrillingDays & 20 Completion Days

If the well is completed as a dry hole or as a producer, Well Completion or Recompletion
Report and Log (Form 3160-4) willbe submitted within30 days after completion of the well
or after completion of operations being performed, in accordance with43 CFR 3160. Copies
of all logs, core descriptions, core analyses, well test data, geologic summaries, sample
descriptions, daily drillingreports, daily completion reports, and all other surveys or data
obtained and compiled during the drilling, completion, and/or workover operations, willbe
submitted directly to the Authorized Officer or filed with Form 3160-4.

The use of materials under BLMjurisdictionwillconform to 43 CFR 3610.2-3.

Deviations from the proposed drilling and/or workover program will be approved by the
Authorized Officer. Safe drilling and operating practices willbe observed. Allwells, whether
drilling, producing, suspended, or abandoned, willbe identified in accordance with43 CFR
3162.

"Sundry Notice and Report on Wells" (form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with43 CFR 316RECEIVED
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AIIlease and/or unit operations willbe conducted in such a manner that full compliance is made
with applicable laws, regulations (43 CFR 3100), Onshore Oiland Gas Orders No. 1 and No. 2,
and the approved Plan of Operations. The Operator is fully responsible for the actions of its
subcontractors. A copy of these conditions willbe furnished to the field representative toensure
compliance.

RECEIVED
MAY23 2002
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DOUBLE RAM TYP VENTERS WITH AN OPTIO ROTATING HEAD

5000 psi system

Fill line 9Flow line

(OPTIONAL)

A
Adjustable Choke

V To Pit and/or Mud/Gas Separator

R 2" Minimum

Blowout Preventer
tack Outlet Choke 3" Mn mum

ine Bleed ine To Pit

R Sequence Opdonal 2" Minimum
3" Minimum

Kill Line CLhoke To Pit and/or Mud/Gas Separator
•2" Minimum

2" Minimum
•2 valves (1 check
valve) Adjustable Choke

W

* Note: Kill line shall be 2" minimum diameter and have two valves, one of which shall be a check valve. Both valves: 2"
munmum.

Minimum BOP Stack 5000 psi Working Pressure

One Pipe Ram 5000 psi Working Pressure
One Blind Ram 5000 psi Working Pressure
One Annular 5000 psi Working Pressure
Well Head 5000 psi Working Pressure
Manifold 5000 psi Working Pressure
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PANNONIAN ENERGY, INC.

Federal 44-29-9-19
SESE, Section 29-TOS-R19E

Uintah County, Utah
Lease No. UTU-76034

SURFACE UsE PLAN

An onsite inspection for the subject well was conducted on June 26, 2001. Weather conditions at
the time of the onsite inspection were overcast and windy. In attendance were the following
individuals:

Stan Olmstead - Bureau of Land Management
Robert Kay - Uintah Engineering &Land Surveying
Robin Dean - Pannonian Energy, Inc.
Kelly Olds - Halliburton Integrated Solutions
Sheila Bremer - Halliburton Integrated Solutions

1. EXISTING ROADS:

Refer to Topo Maps A and B for location of existing access roads.

See Topo Map A for directions to the proposed location from Myton, Utah.

The existing roads will be maintained and kept in good repair.

Ž. ACCESS ROADS TO BE CONSTRUCTED:

Approximately 0.2 miles of new road willbe required to access the proposed location.

The proposed access road was centerline staked.

The new road will be completed as a single lane 18-foot subgrade road with natural low water
crossings (see Topo Map B).

Maximum grade willbe less than eight percent.

There are no major cuts or fills, turnouts,or bridges anticipated along the proposed access
route.

No gates, cattleguards, fence cuts, or modifications to existing facilities will be required on or
along the proposed access route.

Ïhe access road willbe constructed and maintained as necessary to preverit soil erosion and
accommodate all-weather traffic. The road willbe crowned and ditched with water turnouts
installed as necessary to provide for proper drainage along the access road route.

RECEIVED
MAY23 2002
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Construction activity will not be conducted using frozen or saturated soils material or during
periods when watershed damage is likely to occur.

The access road and associated drainage structures willbe constructed and maintained in
accordance with roading guidelines contained in the jointBLM/USFS publication: Surface
Operating Standards for Oil and Gas Exploration and Development, Third Edition, and/or
BLM Manual Section 9113 concerning road construction standards on projects subject to
federal jurisdiction.During the drilling and production phase of operations, the road surface
and shoulders willbe kept in a safe and useable condition and drainage ditches and culverts
willbe kept clear and free flowing.

If the access road is dry during construction, drilling, and completion activities, water willbe
applied to the access road to help facilitate road compaction (during construction) and to
minimize soil loss as a result of wind erosion.

3. LOCATION oF EXISTING WELLS WITHIN A ÛNE-MILE RADIUS:

See Topo Map C.

Water wells - 0
Abandoned wells - O
Temporarily Abandoned wells - 0
Disposal wells -0

Drilling/Proposed wells - 3
Producing wells - 2
Shut-in wells - 0
Injection wells - O
Monitoring wells - 0

4. LOCATION oF EXISTING ANDIOR PROPOSED PRODUCTION FACILITIES:

AIIproduction facilities willbe located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope.

Containment berms willbe constructed completely around production facilities designed to
hold fluids (i.e., production tanks, produced water tanks, and/or heater/treater). The
containment berms will be constructed of compacted subsoil, be sufficiently impervious, hold
110 percent of the capacity of the largest tank, and be independent of the back cut.

AIIloading lines willbe placed inside the berm surrounding the tank battery.

All permanent (on site six months or longer) aboveground structures constructed or installed
on location and not subject to safety requirements willbe painted Carlsbad Canyon (Munsell
standard color 2.5y 6/2).

Gas meter runs for each well willbe located within 500 feet of the wellhead. The gas flow
line will be buried or anchored down from the wellhead to the meter and 500 feet downstream
of the meter run or any production facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the well lo i
meters willbe calibrated in place prior to any deliveries. Tests for m

MAY23 2OW
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conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The Authorized Officer will be provided with a date and timefor the initial meter
calibration and all future meter proving schedules. A copy of the meter calibration reports will
be submitted to the Vernal Field Office. All meter measurement facilities willconform with
Onshore Oil and Gas Order No. 4 for liquid hydrocarbons and Onshore Oil and Gas Order
No. 5 for natural gas measurement.

AIIsite security guidelines identified in 43 CFR 3162.7 regulations willbe adhered to.

AIIoff-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the Authorized Officer.

5. LOCATION AND TYPE oF WATER SUPPLY:

Water for drilling willbe obtained from the Dalbo Ouray Water Facility located in Section 32-
T4S-R3E, Water Use Claim #43-8496, Application #53617. No water supply well will be
drilled.

The water willbe transported to location via truckby an approved commercial water hauler
over the access roads shown on Topo Maps A and B.

6. SOURCE OF ÛQNSTRUCTION MATERIALS:

Surface and subsoil materials in the immediate area willbe utilized. Any construction
materials that may be required for surfacing of the drill pad and access road willbe obtained
from a contractor having a permitted source of materials within the general area.

The use of materials under BLM jurisdictionwillconform with 43 CFR 3610.2-3.

No construction materials will be removed from Federal lands without prior approval.

7. METHODS OF HANDLING WASTE ÛISPOSAL:

Cuttings and drilling fluids will be contained in the reserve pit.

Tanks willbe used for storage of produced fluids during testing. Fracture stimulation fluids
willbe flowed back into the reserve pit for evaporation.

Portable, self-contained chemical toiletswillbe provided for human waste disposal. Upon
completion of operations, or as required, the toiletholding tanks will be pumped and the
contents thereofdisposed of in an approved sewage disposal facility. All state and local laws
and regulations pertaining to disposal of human and solid waste willbe complied with.

All garbage and non-flammable waste materials will be contained in a self-contained, portable
dumpster or trash cage. Upon completion of operations, or as needed, the accumulated
trash willbe transported to a state approved waste disposal site. No trash will be placed in
the reserve pit.

Immediately after removal of the drilling rig, all debris and other waste materials not
contained in the trash cage willbe cleaned up and removed from the lo tiayll
adverse materials or substances will be left on the location. Any open ts ED
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during drilling operations and said fencing will be maintained until such timeas the pits have
been backfilled.

After first production, produced wastewater willbe confined to the approved pit or storage
tank for a period not to exceed 90 days. During the 90 day period, in accordance with
Onshore Order No. 7, an application for approval of a permanent disposal method and
location willbe subrnitted for the Authorized Officer's approval.

Any spills of oil, gas, salt water, or other noxious fluids willbe immediately cleaned up and
removed to an approved disposal site.

Operator maintains a file, per 29 CFR 1910.1200 (g)containing current Material Safety Data
Sheets (MSDS) for all chemicals, compounds, and/or substances which are used during the
course of construction, drilling, completion, and production operations for this project.
Hazardous materials (substances) which may be found at the site may include drilling mud
and cementing products which are primarily inhalation hazards, fuels (flammable and/or
combustible), materials that may be necessary for well completion/ stimulation activities such
as flammable or combustible substances and acids/gels (corrosives). The opportunity for
Superfund Amendments and Reauthorization Act (SARA) listed Extremely Hazardous
Substances (EHS) at the site is generally limited to proprietary treatingchemicals. All
hazardous and EHS and commercial preparations will be handled in an appropriate manner
to minimize the potential for leaks or spills to the environment.

8. ANCILLARY FACILITIES:

None anticipated.

9. WELL SITE LAYOUT:

A. General Information:

See the attached Location Layout and Typical Cross Sections diagrams showing the
proposed drill pad cross sections and cut and fills in relation to topographic features as
well as access onto the pad and soil stockpiles.

See the attached Typical Rig Layout diagram showing the location of the reserve pit, flare
pit, living facilities, and rig orientation with respect to the pad and other facilities.

If necessary, in order to divert surface runoff, a drainage ditch will be constructed around
the upslope side of the well site.

All equipment and vehicles will be confined to the approved disturbed areas of thisAPD
(i.e., access road, well pad, and spoil and topsoilstorage areas).

The fillsection of the pad that supports the drilling rig and any other heavy equipment will
be compacted.
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B. Reserve Pit:

The reserve pit willbe constructed in a way that minimizes the accumulation of surface
precipitation runoff into the pit. This may be accomplished by appropriate placement of
subsoilltopsoil storage areas and/or construction of berms or ditches.

The reserve pit willbe fenced on three sides during drilling operations and the fourth side
will be fenced after the drilling rig moves off the location. Thirty-nine (39) inch net wire
will be used with at least one strand of barbed wire on top of the net wire. Barbed wire
willnot be used if pipe or some typeof reinforcement rod is attached to the top of the
entire fence. The net wire will be no rnore than two inches above the ground. The
barbed wire will be three inches over the net wire. Total height of the fence willbe at
least 42 inches. Corner posts will be cemented and/or braced in such a manner to keep
the fence tightat all times. Standard steel, wood, or pipe posts willbe used between the
corner braces. Maximum distance between any 2 fence posts willnot be greater than 16
feet. AIIwire willbe stretched using a stretching device before it is attached to the corner
posts.

Siphons, catchments, and/or absorbent pads will be installed to keep hydrocarbons
produced by the drilling rigfrom entering the reserve pit. Hydrocarbons and
contaminated pads will be disposed of in accordance with DEQ requirements.

The reserve pit will be backfilled as soon as dry after drilling and completion operations
are finished. If natural evaporation of the reserve pit is not feasible, alternative methods
of drying, removal of fluids, or other treatment willbe developed. If fluids willbe disposed
of by any method other than evaporation or hauling to a DEQ approved disposal pit, prior
approval from the Authorized Officerwill be obtained.

If a liner is required, then the reserve pit will be lined with a synthetic liner. The reserve
pit bottom and side walls shall be void of any sharp rocks that could puncture the liner.
The liner will be installed over smooth fill subgrade that is free of pockets, loose rocks,or
other materials (i.e. sand, sifted dirt, or bentonite) that could damage the liner. The liner
will overlap the pit walls and be covered with dirt and/or rocks to hold it in place.

10. PLANS FOR RECLAMATION OF THE SURFACE:

Producing Location:

• Immediately upon wellcompletion, the location and surrounding area willbe cleared
of all unused tubing, materials, trash, and debris not required for production.

• If a synthetic, nylon reinforced, liner is used, the excess liner will be cut off and
removed and the remaining liner will be torn and perforated while backfilling the
reserve pit. Alternatively, the pit will be pumped dry, the liner folded into the pit, and
the pit backfilled.

• Before any dirt work associated with location restoration takes place, the reserve pit
shall be as dry as possible. AIIdebris in it willbe removed. Other waste and spoil
materials will be disposed of immediately upon completiRËCB1VED

MAY23 2001
OMet0ÑOP

@ik§A§AN§



O
Federal 44-29-9-19
Surface Use Plan Page 6

• The reserve pit and that portion of the location not needed for production
facilitiesloperations will be recontoured to the approximate natural contours. The
reserve pit will be reclaimed within 120 days from the date of well completion,
weather permitting. This will be completed by backfilling and crowning the pit to
prevent water from standing.

• Seeding willbe performed immediately after the location has been reclaimed and the
pit has been backfilled, regardless of the time of year. The Bureau of Land
Management will specify a seed mixture. Seed will be broadcast and walked in with
a dozer. The topsoilstockpile will be seeded as soon as the location has been
constructed with the same recommended seed mix.

Dry Hole/Abandoned Location:

• On lands administered by the BLM, abandoned well sites, roads, and other disturbed
areas will be restored as near as practical to their original condition. Where
applicable, these conditions may include the re-establishment of irrigation systems,
the re-establishment of appropriate soil conditions, and the re-establishment of
vegetation as specified.

• AIIdisturbed surfaces will be recontoured to the approximate natural contours, with
reclamation of the well pad and access road to be performed as soon as practical.
after final abandonment. Reseeding operations willbe performed after completion
of other reclamation operations.

11. SURFACE OWNERSHIP:

Surface ownership of the proposed location is as follows:

Well Site & Access Road: Bureau of Land Management

12. OTHER INFORMATION:

AII lease and/or unit operations will be conducted in such a manner that full compliance is
made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan
of Operations, and any applicable Notice of Lessees. The operator is fully responsible for the
actions of its subcontractors. A complete copy of the approved "Application for Permit to
Drill"willbe furnished to the field representative(s) to ensure compliance and shall be on
location during all construction and drilling operations.

The Operator will control noxious weeds along right-of-ways for roads, pipelines, well sites, or
other applicable facilities. A list of noxious weeds may be obtained from the BLM or the
appropriate County Extension Office. On BLM administered land, it is required that a Pesticide
Use Proposal be submitted and approved prior to the application of herbicides or other pesticides
or possibly hazardous chemicals.

Drilling rigs and/or equipment used during drilling operations on this location willnot be stacked
or stored on Federal Lands after the conclusion of drilling operations or at
BLM authorization. If BLM authorization is obtained, such storage is only t .
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The Operator is responsible for informing all persons in the area who are associated with this
project that they may be subject to prosecution for knowingly disturbing historic or archaeological
sites or for collecting artifacts. AIIvehicular traffic, personnel movement, construction, and
restoration activities shall be confined to the areas examined, as referenced in the archaeological
report, and to the existing roadways and/or evaluated access routes. If historic or
archaeological materials are uncovered during construction, the Operator is to immediately stop
work that might further disturb such materials and contact the Authorized Officer. Within five
working days, the Authorized Officer will inform the Operator as to:

• whether the materials appear eligible for the National Historic Register of Historic Places;

• the mitigation measures the Operator will likely have to undertake before the site can be
used (assuming in situ preservation is not necessary); and

• a timeframe for the Authorized Officer to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that the findings of the
Authorized Officer are correct and that mitigation is appropriate.

• If the Operator wishes, at any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the Authorized Officer will
assume responsibility for whatever recordation and stabilization of the exposed materials
may be required. Otherwise the Operator will be responsible for mitigation costs. The
Authorized Officer will provide technicaland procedural guidelines for the conduct of
mitigation. Upon verification from the Authorized Officer that required mitigation has
been completed, the Operator will then be allowed to resume construction.

A Class IIIarcheological survey has been conducted by IvletcalfArcheological Consultants.
No significant cultural resources were found and clearance is recommended. Metcalf
Archeological Consultants will submit a copy of this report to the appropriate agencies.

13. LESSEE OR ÓPERATOR'S RËPRESENTATIVE AND CERTIFICATION:

Mike Decker
Pannonian Energy, Inc.
14 Inverness Drive East
Suite H-236
Englewood, Colorado 80112-5625
(303) 204-3880

1hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exist; that the
statements made in this plan are, to the best of my knowledge, true and correct; and that the
work associated with the operations proposed herein will be performed by Pannonian Energy,
Inc., and its contractors and subcontractors in conformity with this.plan and the terms and
conditions under which it is approved.

EDDate Howard Sharpe, Vice



6400 South Fiddlers Green Circle
14 Inverness Drive East, Suite 236

. Englewood, CO 80112
Phone: 303-713-0054

PannonianEnergyInc.
21 August, 2001

Leslie Crinklaw
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078-2799

SELF CERTIFICATION STATEMENT

Please be advised that Pannonian Energy Inc. (a wholly owned subsidiary of Gasco
Energy, Inc.) is considered to be the operator of well # Fed. 44-29-9-19, located in
the SESE, Sec 29, T9S, Rl9E, Lease no. U-76034. Pannonian Energy Inc. is
responsible under the terms and conditions of the lease for the operations conducted
upon the leased lands. Bond coverage is provided by Bond # 4127759 US/BLM.

Sincerely,

Howard O. Sharpe
Executive, Vice President

RECElVED
He WhoHelpsEarly, Helps Twice

. .
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PANNONIAN ENERGY, INC.

LOCATIONLAYOUT FOR
Prevalling Winds

FEDERAL#44-29-9-19, FEDERAL #12-33-9-19,
EDERAL #13-28-9-19 & FEDERAL #14-28-9-19

SECTION 29, T9S, R19E, S.L.B.&M.
_ y -

C-26. 7' i SE 1/4 SE 1/4 7. 7e e-
EL 85.8'

Sto. JØ
130' '

Round CornersSCALE: 1" - 50 6 as NeededDATE: 6-12-01 á
DRAWNBY: C.G.

-- oREVISED: 7-3-01

APPROX
TOP OF
CUT SLOPE

Existing
Orainage

PI C-4.7'
E/. 6J. 8'C-25.6' c- J.1'

E/. 74.7, ----- D #44-29 B. 62.2'

(Btrn. P/Û > PIPE RACKS
'13-28 ,8. 6 1.9¯~ll.Illi

- 8 C-2.1'
a 61.2'
C-1.O'

45' 2-3 E/. 60-Y 130' Sta. 1+40
DOG HOUSE

-- RESERVE - -

Û¯2.." o
o PITS

_
a 61.8 . SJ.0'

(10' Deep)
-- PUMP

Total Pit Capacity
W/2' of Ereeboard
/s 10,76û&b/s. ± MUD SHED TOILET

HOPPER
Sta. 0+55

85l POWER

TOOLS STORAGE

TRASH
FUEL TANK

C-15.0 F-0.4 F--1.8'
E/. 64.1 E/. 58.7 8 57.J'

PPROOX.
5

E/. 6J.9 SLOPE Proposed Access
Elev. Ungraded Ground at Location Stake = 4860. "°°"

E/ev. Graded Ground at Location Stoke = 5 o S 'Ñ2io . v
N



PANNONIAN ENERGY, INC.
TYPICAL CROSS SECTION FOR

X-Section 4:
scale FEDERAL #44-29-9-19, FEDERAL #12-33-9-19 SURVg.,4.

FEDERAL #13-28-9-19 & FEDERAL #14-28-9-/9 91°
= 50'

. SECTION 29, T9S, R19E, S.L.B.&M.
SE 1/4 SE 1/4

Preconstruction
\ Grade

CU T CUT '
li Illli

SM. J+70

85' 45° 130°
10'

LOCA7/ONSTAKE
--- F/LL

SM. 1+40l-

85' 45' 130'10 s¡ope 7 7 7
inished Grade (ÜP

ILL

SM. 0+55
CUTl¯4IBIGl1

130' 130'
I i

S M. 0+00
APPROXIMATEYARDAGES EXCESS MATERIALAFTER

5% COMPACilON = 20, 140 Cu. Yds.
6 ) Topsoil Stripping = 1,810 Cu. Y t Backfill = J,450 Cu. Yds.

Remaining Location = 22,420 Cu. Y .

E S UNBALANCE = 16,690 Cu. Yds.
TOTAL CUT = 24,2JO CU.Y g 23( Rehabilitation)
FILL = J,890 CU.YDS. AH ENGINEERING & LAND SURVEYING

ast * Vernal, Utah 84078 * (435)
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PANNONIAN ENERGY, INC.

DIRECTIONALLAYOUT FOR
Prevailing N Winds

FEDERAL #44-29-9-19, FEDERAL #12--33-9-19, 2
FEDERAL #13-28-9-19 & FEDERAL #14-28-9-19

SECTION 29, T9S, R19E, S.L.B.&M.
SE 1/4 SE 1/4

130'

SCALE: 1" =
50°

DATE: 6-12--01 /
DRAWNBY: C.G.

REVISED: 7-5-01
o

RELAT/VE COORDINATES
From Top Hole to Bottom Ho/e /
WELL NORTH EAST
12-33

-1,141.54 1,398.40
13--28 1,458,86 1,399.43
14--28 158.23 1398.87

Flare
Pit o

#44-29

5

#13-28

#14-28
.

-...
--- 1407-79

45' 130'
#12-33

RESERVE
PITS

(10' Deep)

Total Pit Capacity e

RECEIVED
UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (436) 789-1017

Oli.,GAS AN







a,, i PROPOSED LOCATION:
FEDERAL #44-29-9-19, FEDERAL #12-33-9-19,
FEDER -28-9-19, & FEDERAL#14-28-9-19

D 3

LEGEND: PANNONION ENERGY, INC.
f DISPOSAL WELLS WATER WELLS N FEDERAL #44-29-9-19, FEDERAL #12-33-9-19,
O PRODUCING WELLS ABANDONED WELLS FEDERAL #13-28-9-19, & FEDERAL #14-28-9-19
i SECTION 29, T9S, R19E, S.L.B.&M.
y SHUT IN WELLS TEMPORARILY ABANDONED SE ¼ SE ¼

DIVigiuN OF
OIL,GASAND
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Well No.: Federal 44-29-9-19
DIVisiCNOP

Oll.,GASANDMINING

CONDITIONSOF APPROVAL
APPLICATION FOR PERMITTO DRILL

Company/Operator: Pannonian Energy, Inc.

Well Name & Number: Federal 44-29-9-19

API Number: 43-047-34203

Lease Number: U-76034

Location: SESE Sec. _2.9_ T.¾ R. 19E

Agreement: N/A

For more specific details on notificationrequirements, please check the Conditions of
Approval for Notice to Drilland Surface Use Program.

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certifythat the applicant holds legal or
equitable titleto those rights in the subject lease that would entitle the applicant to
conduct operations thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or
when well is being drilled. Contact the appropriate Surface Management Agency for
information.

1. DRILLINGPROGRAM

1. Estimated Depth at Which Oil,Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report ALL water shows and water-bearing sands to John Mayers of this officeprior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-Xare acceptable. If noticeable water flows are detected,
submitsamples to this office alongwithany water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drillingwillbe recorded by depth and adequately protected. Alloil
and gas shows will be tested to determine commercial
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Well No.: Federal 44-29-9-19

2. Pressure Control Equipment

Chart recorders shall be used for all pressure tests.

Test charts, with individualtest results identified,shall be maintainedon location while

drillingand shall be made available to a BLM representative upon request.

3. Casinq Program and Auxiliary Equipment

None

4. Mud Program and Circulatinq Medium

None

5. Coring, Loqqinq and Testinq Program

Daily drillingand completionprogress reports shall be submittedto this officeon a
weekly basis.

To evaluate cement quality across the usable water zone, a Cement Bond Log will be required

from production casinbg shoe to the surface casing.

6. Notifications of Operations

No location willbe constructed or moved, no wellwillbe plugged, and no drilling or
workover equipment willbe removed from a well to be placed in a suspended status
withoutprior approval of the AO. If operations are to be suspended, prior approval of
the AOwillbe obtainedand notificationgiven before resumption of operations.

Ifa replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conductedwith the replacement rig.

The date on which production is commenced or resumed willbe construed for oilwells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a permanent
storage facility,whichever first occurs; and, for gas wells as the date on which
associated liquidhydrocarbons are first sold or shipped from a temporarystorage
facility, such as a test tank, and for whicha run ticketis required to be generated or, the
date on wshichgas is first measured throughpermanen hichever

* MAY232002
DIVISIONOF a

= Oll.,GASAND
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Well No.: Federal 44-29-9-19

Should the well be successfullycompletedfor production, the AO willbe notifiedwhen
the well is placed in a producing status. Written notificationof such must be submitted
to this office not later than five (5) days following the date on which the well is placed on
production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of30 days or 50 MMCFfollowingits completion,whichever occurs first,
withoutthe prior written approvalof the AuthorizedOfficer. Should gas be vented or
flared without approvalbeyond the authorizedtest period, the operator may be directed
to shut-in the welluntil the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operatorshall be required to compensate the
lessor for that portion ofthe gas vented or flared without approvalwhich is determined
to have been avoidablylost.

A schematic facilities diagram as required by 43 CFR 3162.7-5(d) shall be submitted to
the appropriateField Officewithin60 days of installation or first production, whichever
occurs first. Allsite security regulations as specified in Onshore Oil & Gas Order No. 3
shallbe adhered to. Allproduct lines enteringand leaving hydrocarbon storage tanks
willbe effectivelysealed in accordance with43 CFR 3162.7-5 (1).

No well abandonmentoperations willbe commencedwithout the prior approval of the
AO. In the case of newly drilleddry holes or failures, and in emergency situations, oral
approvalwillbe obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO withinthirty(30) days following completion of the well
for abandonment. This report willindicate where plugs were placed and the current
status of surface restoration. Final abandonment willnot be approved untilthe surface
reclamation work required by the approved APD or approved abandonment notice has
been completedto the satisfactionof the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

Allloading lines willbe placed inside the berm surrounding the tank battery.

Alloff-lease storage, off-leasemeasurement,or comminglingon lease or off-leasewill
have prior written approval from the AO.

The oil and gas measurement facilities willbe installed on the well location. The oil and
gas meters willbe calibrated in place priorto any deliveries and tested for meter
accuracy at least quarterlythereafter. The AO willbe provided with a date and time for
the initialmeter calibrationand allfuture meter proving schedules. A copyof the meter
calibration reports willbe submitted to the Vernal District Office. All '

.gggg

measurement facilities willconformto Onshore Oil& Gas Order No. o i

hydrocarbons and Onshore Oil& Gas Order No. 5 for natural gas measgggt.ggg

DMSION OF
OIL,GASAND
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Well No.: Federal 44-29-9-19

Section 102(b)(3) of the Federal Oiland Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a wellwhich has been off production for more than
90 days, the operator shall notifythe authorized officerby letter or sundry notice, Form
3160-5, or orallyto be followed by a letter or sundry notice, of the date on which such
production has begun or resumed."

Ifyou fail to complywith this requirement in the manner and timeallowed,you shall be
liable for a civilpenalty of up to $10,000per violationfor each day such violation
continues, not to exceed a maximumof 20 days. See Section 109(c)(3) ofthe Federal
Oiland Gas Royalty Management Act of 1982 and the implementing regulations at Title

43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signaturedate. An extension
period may be granted, if requested, prior to the expirationofthe originalapproval
period.

In the event after-hoursapprovalsare necessary, you mustcontactone of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLMFAXMachine (435) 781-4410

RECEIVED
MM2 3 2002
OMBION
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Well No.: Federal 44-29-9-19

EPA'S LISTOF NONEXEMPTEXPLORATIONANDPRODUCTION WASTES

While the followingwastes are nonexempt,they are not necessarilyhazardous.

Unused fracturing fluids or acids

Gas plantcoolingtowercleaning wastes

Painting wastes

Oiland gas service companywastes, such as empty drums, drum rinsate, vacuum truck

rinsate, sandblast media, painting wastes, spend solvents,spilledchemicals,and waste

acids
Vacuum truckand drum rinsate from trucksand drums, transportingor containing

nonexempt waste

Refinerywastes

Liquid and solid wastes generated by crude oiland tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents
Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boilercleaningwastes
Boilerrefractory bricks

Incinerator ash
Laboratory wastes

Sanitary wastes

Pesticide wastes
Radioactive tracer wastes
Drums, insulation and miscellaneous solids.
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Well No.: Federal 44-29-9-19

SURFACE USE PROGRAM
Conditions of Approval (COA)

Pannonian Energy, Inc. - Well No.s 13-28-9-19, 14-28-9-19, 44-29-9-19 & 12-33-9-19

Location and Type of Water Supply:

Your permit to drill identified that the Dalbo Ouray Water facility would be used as the
water supplyfor drilling. If any other water source is necessary it willrequire additional
approvalby the authorizedofficerof the Vernal Field Office.

Source of Construction Materials:

Only subsurface soils willbe used for construction.Alltop soils willbe stockpiledand
identified in the APD for future reclamationofdisturbed areas.

Plans For Reclamation of Location:

AII seeding for reclamation operations at this location shall use the following seed
mixture:

Gardners saltbush Atriplexgardneri 3 lbs/acre
shadscale Atriplex confertifolia 3 lbs/acre
mat salt bush Atriplexcorrugata 3 lbs/acre
galleta grass Hilaria jamesii 3 lbs/acre

If the seed mixture is to be aeriallybroadcasted, the pounds per acre shall be doubled.
Allseed poundages are in Pure Live Seed.

Immediately after construction-the stockpiled top soil will be seeded and the seed
worked into the soilby "walking"the pile withcaterpillar tracks.
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Form 9 STATE OF UTAH

DEPARTMENTOFNATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 6. Lease Designation and Serial Number

U - 38409
7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTSON WELLS nia
Donotuse thisfonnforproposalstodrillnewwells,deepenexistingwells,orio reenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPUCATIONFORPERMff-forsuch Natural Buttes Unit
1. Type of Well 9. Well Name and Number

O i, Ei]Gas --

Other (specify) Natural Buttes SWD # 1-16
2. Name of Operator 10. API Well Number

El Paso Production Company g,f - Og'Q pg3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
P.O. Box 1148, Vernal, UT 84078 303.781.8211 Natural Buttes

5. Location of Well

Footage : 1656' FNL, 963' FWL County : Uintah
QQ,Sec, T., R., M. : SWNW, Sec. 16, T9S - R21E state : Utah

12. CHECK APPROPRIATE BOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction
Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing
Change of Plans Recompletion Change of Plans Shoot or Acidize
Conversion to Injection Shoot or Acidize Conversion to injection Vent or Flare
Fracture Treat Vent or Flare Fracture Treat Water Shut-Off
Multiple Completion Water Shut-Off Other
Other withdraw Permit

Date of Work Completion
Approximate Date Work Will Start

Report results of Multiple Completions and Recompletions to different
reservoirs on WELLCOMPLETIONOR RECOMPLETIONAND LOG form.

* Must be accompanied by a cement verification report.
13. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS(Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Elpaso Production Company hereby withdraws the Application for Permit to Drill(APD) for the
subject well. The APD was submittedin June 2000.

Please contact Martin W. Buys, Agent, at 303.781.8211 with any questions or concerns.

an

ehereSgncerti tha is orrect.

Martin W. Buys Title Agent Date ÛÀ
(State Use Only) RECE IVED

JUNO3 2002
DIVISION OF

OIL,GAS AND



Form3160-5 TED STATES FORM APPROVED
(August 1999) OMBNo. 1004-0135DEPAR T OF THE INTERIOR Expires Jnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-76262

Do not use this form for proposals to dr¡II or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

NA
7. If Unit or CA/Agreement, Name andlos No.SUBMITIN TRIPLICATE-- Other instructions on reverse side

1. Type of well NA
O oil wen U Gas Well Other 8. Wen Name and No.

2. Name of Operator FEDERAL 14-28-9-19
Pannonian Energy, Inc., a wholly owned subsidiary of Gasco Energy 9. API Well No.

3a. Address 3b. Phone No. (include area code) ) -¿)

14 Inverness Drive East,Suite H-236, Englewood, CO 303-483-0044 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T, R., M., or Survey Description) Riverbend

502' FSL & 739' FEL (SE/SE), 660' FSL & 660' FWL, Sec. 28-T9S-R19E 11. County or Parish, State
SHL Sec. 29-T9S-R19E

Uinta County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of lntent Acidize Deepen O Production (Start/Resume) Water Shut-OŒ
O ^¡ter casing Fracture Treat acciamation O wellinteerity

O Subsequent Report Q Casing Repair New Construction Recomplete Other Extension of
O Change Plans Plug and Abandon Temporarily Abandon APD

O Final Abandonment Notice O Convert to injection Plug Back Water Disposal
13. Describe Proposedor CompletedOperations(cleady state all pertinentdetails,includingestimated starting date of any pmposedwork andapproximate dumtionthereofif the proposalis to deependirotionally or recomplete holizontally,give subsurface locationsand measured and true vertical depths of all pertinentmarken andzones.Attach the Bondunder which the work will be performedor provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30daysfollowingcompletion of the involvedoperations. If the opemtion results in a multiple completion or recompletion in a new interval,a Form 3160-4shall be filedoncetesting has been completed. Final AbandonmentNotices shall be filed only after all requirements, includingreclamation, have been completed,and the operatorhasdeterminedthat the site isready for final inspection.

Gasco Energy, Inc., dba Pannonian Energy In., request that the APD for the subject well be extended for one year.

ni RECEIVED
co «- OR,Gas and Wning

Sy: DMSION OF
OL GAS AND MINING

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed) Title

hn Longwell Operations Manager
Signature Date

October 10, 2002
THIS SPACE FOR FEDERAL OR STATE USE

Approved by Title Date

Conditions ofappioval, ifany, are attached. Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to thme rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section1001,make it a crime for any personknowinglyand willfully to make to any departmentor agency ofthe UnitedStatesanyfalse,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.
(Instructions on



Form3160-5 U D STATES FORM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expires Jnovember 30, 2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-76262
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals. NA

7. If Unit or CA/Agreement, Name and/or No.

SUBMIT IN TRIPLICATE-- Other instructions on reverse side

1. Type of Well NA
O oil weli U Gas Well Other . 8. Well Name and No.

2. Name of Operator FEDERAL 44-29-9-19

Pannonian Energy, Inc., a wholly owned subsidiary of Gasco Energy 9. API wellNo.

3a. Address 3b. Phone No. (include area code) 43-047-34203

14 Inverness Drive East,Suite H-236, Englewood, CO 303-483-0044 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T..R.. M., or Survey Description) Riverbend
541' 14 & 739' FEL (SEISE), Sec. 29-T9S-R19E I l. County or Parish, State

Uinta County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O ^iter casing Fracture Treat Reclamation Wen integrity

O Subsequent Report Q Casing Repair New Construction Recomplete Other Extension of
O Change Plans Plug and Abandon Temporarily Abandon APD

O Final Abandonment Notice O Convert to Injection Plug Back Water Disposal

13. Describe Proposedor CompletedOperations(cleady state all pertinentdetails, includingestimated startingdateof any proposedwork and approximate durationthereof
If the proposalis to deepen directionallyor recomplete horizontally,give subsurfacelocationsand measured and tme vertical depthsof all pertinentmarkelsand zones.
Attach the Bond under which the work will be performedor providethe Bond No. on file with BLM/BIA Requiredsubsequentæports shall be filed within 30 days
followingcompletion of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3160-4shall be filedonce
testing has been completed. FinalAbandonment Notices shall be filed only after all requirements, includingreclamation, have been completed, and the operatorhas
determinedthat the site isready for finalinspection.

Gasco Energy, Inc., dba Pannonian Energy In., request that the APD for the subject well be extended for one year.

Utah Divi n * RECEIVED
Ott,Gas and Mining

W• DIVISION OF
OIL GAS AND MINING

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed) Title

J n Longwell Operations Manager
Signature | Date

October 10, 2002
THIS SPACE FOR FEDERAL OR STATE USE

Approved by Title . Date

CoÃtons of approval, ifany, are attached. Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to those rights in the sub¡ect lease
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C.Section 1001,make it a crime forany personknowinglyand willfully to make to any departmentor agency of the UnitedStates any
false, fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.

(Instructions on



Form3160-5 ED STATES FORM APPROVED

(AugZst1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expires Jnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-76¾ Ô$Ÿ
Do not use this form for proposals to dr¡II or reenter an 6. If Indian, Allottee or Tribe Name

abandoned we/I. Use Form 3160-3 (APD) for such proposals. NA
7. If Unit or CA/Agreement, Name andlor No.

SUBMIT IN TRIPLICATE- Other instructions on reverse side

1. Type of Well
RECE IVED - NA

O oli wen Boas wen O other 0CT1 12002 8. Well Name and No.

2. Name of Operator FEDERAL 44-29-9-19

Pannonian Energy, Inc., a wholly owned subsidiary of Gasco Energy 9. AP1 wellNo.

3a. Address 3b. Phone No. (include area code) 43-047-34203

14 Inverness Drive East,Suite H-236, Englewood, CO 303-483-0044 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec.. T. R., M. or Survey Description) Riverbend
541'9NL-& 739' FEL (SEISE), Sec. 29-T9S-R19E I 1. County or Parish, State

FS L. Uinta County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) O. Water Shul-Off

O Alter Casing Fracture Treat Reclamation Well Integrity

O Subsequent Report Q Casing Repair New Construction Recomplete Other Extension of
O Change Plans Plug and Abandon Temporarily Abandon APD

O Final Abandonment Notice O Converno Injection Plug Back Water Disposal

13. Describe Proposedor CompletedOperations(clearly state all pertinentdetails, includingestimated starting dateof any poposed work and approximate durationthereof
If the proposal is to deependirectionallyor recomplete horizontally,give subsurfacelocationsand measured and true vertical depths of all pertinentmarkers and zones.
Attach the Bond under which the work will be performedor providethe Bond No. on file with BLM/BIA Requiredsubsequentreportsshall be filed within 30days
followingcompletion of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3166-4 shall be liledonce
testing has been completed. FinalAbandonmentNotices shall be filed only after all requirements, includingreclamation, have been completed, and the operalorhas
determinedthat the site isready forfinalinspection.

Gasco Energy, Inc., dba Pannonian Energy In., request that the APD for the subject well be extended for one year.

RECElVED
CONDITIONSOFAPPROVALATTACHED7 2©2

ON OF
!4. I hereby certify that the foregoing is true and correct OIL hvA AWOWilNING--

Name (Printed/7)ped) Title

J Longwell Operations Manager
Signature Date

October 10, 2002
THIS ACE FOR FEDERAL OR STATE USE

ed by te Da

Conditions of approval, ifany, are attached Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001, make it a crime forany personknowinglyand willfully to make to any departmentor agency of the UnitedStates any
false, fictitiousor fraudulentstatementsor representations as to any matter within itsjurisdiction.

(Instructions on reverse)

UllG
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Pannonian Energy, Inc.
APD Extension

Well: Federal 44-29-9-19 Location: SESE Sec. 29, T9S, R19E

Lease: UTU 76034

CONDITIONS OF APPROVAL

An extension for the referenced APD is granted with the following conditions:

1. The extension will expire 1/11/04

2. No other extensions beyond that time frame will be granted or allowed.

If you have any other questions concerning this matter, please contact Kirk Fleetwood of this
office at (435)
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MICHAEL O. LEAVITT

Governor

OLENE S. WALKER
Deutenant Governor January 20, 2004

State of Utah

Department of
Natural Resources Ed Trotter

Pannonian Energy, Inc.
Division of P.O. Box 1910

Oil, Gas & Mining Vernal, Utah 84078

ROBERT L. MORGAN
Executive Director

LOWELL R BRAXTON Re: APD Rescinded -Federal 44-29-9-19, Sec. 29, T.9S, R. 19E
Division Director Uintah County, Utah API No. 43-047-34203

Dear Mr. Trotter:

The Application for Permit to Drill (APD) for the subject well was approved by
the Division of Oil, Gas and Mining (Division) on October 15, 2001. On October 15,
2002, the Division granted a one-year APD extension. No drilling activity at this
location has been reported to the division. Therefore, approval to drill the well is
hereby rescinded, effective January 20, 2004.

A new APD must be filed with this office for approval prior to the commencement of
any future work on the subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notify the Division immediately.

Sincerely,

D¾na Whitney
Engineering Technician

cc: Well File
Bureau of Land Management, Vernal

1594 West North Temple. Suite 1210, PO Box 145801. Salt Lake City, UT 84114-5801 •

telephone (801) 538-5340 • Desimile (80 H 359-3940•TTY (801) 538-7223• www ognunah.cor Where ideas



United States Departinent of the Interior 4
BUREAU OF LAND MANAGEMENT

Vemal Field Office
170 South 500 East TAKE PRIDE'

CH 3 Vemal, UT 84078 INAMERICA
(435) 781-4400 Fax: (435) 781-4410

http://www.blm.cov/utah/vemal

IN REPLY REFER TO:

3160
UTO8300

March 5, 2004

Howard Sharpe
Pannonian Energy, Inc.
14 Inverness Dr. E., Suite H-236
Englewood, CO 80112

Re: Notification of Expiration
Well No. Federal 44-29-9-19
SESE, Sec. 29, T9S, R19E
Uintah County, Utah
Lease No. UTU-76034

Dear Mr. Sharpe:

The Application for Permit to Drillthe above-referenced well was approved on January 11, 2002.
A one (1) year extension of the originalAPD was requested. The request was reviewed and the
extension approved until January 11, 2004. According to our records, no known activity has
transpired at the approved location. In view of the foregoing, this office is notifying you that the
approval of the referenced application has expired. Ifyou intend to drill at this location at a
future date, a new Application for Permit to Drillmust be submitted.

This office requires a letter confirmingthat no surface disturbance has been made for this drill
site. Any surface disturbance associated with the approved location of this well is to be
rehabilitated. A schedule for this rehabilitation must be submitted to thisoffice. Your
cooperation in this matter is appreciated.

Leslie Walker
Legal Instruments Examiner

cc: UDOGM

DIV OF OlL, GAS &
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